Boxley Architectural Masonry Unit Specification

PART 1-GENERAL 

Submittal
Submit color samples for selection from manufacturer’s series. Submit product literature, certifications, test reports, full size sample(s) of each color specified. 

Quality Assurance
Certifications: Concrete blocks for finishing shall conform to ASTM C90. The provisions of ASTM C90 apply with regard to appearance. 

Fire Resistance: Define hourly rating required as 1, 2, 3, or 4 hours. 

Field Constructed Mock-ups: Construct a sample panel of no less than 4’ x 4’, containing each size and color to be used in the project. 

Delivery, Storage and Handling
Split Face units shall be delivered to the job site on pallets.  Handle blocks carefully to avoid breakage and damage to the finished surfaces. 

Project/Site Conditions
Protection of work: Cover walls each day after installation to keep open walls protected and dry. After walls are installed they should be protected from staining.
PART 2-PRODUCTS 

Product Name
Architectural Concrete Masonry Units - Split Face and Matte Finish Masonry Units. 

Manufacturer
Boxley Block, 110 Lynchpin Lane, Lynchburg, VA  24501, Telephone:  434-846-2766.

Sizes And Shapes
Nominal 2”, 4”, 6”, 8”, 10”, and 12” standard block thicknesses are available as well as all standard block shapes. 
Water Repellency
Split Face and Matte Face units will be manufactured with Intrapel water repellent admixture. 
Related Materials

Flamingo BRIXMENT Cement with INTRAPEL (powdered and pre-blended into the cement). 

Masonry Cleaners

Use Sure Klean Custom Masonry Cleaner or approved equal.  Follow manufacturer’s instructions for proper mixing and application.
